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SPECIFICATIONS

ZAAN08038B11LC01

ZAAN08038S11LC01
100~120

ZAAN08038B22LC01

ZAAN08038S22LC01
220~240 220 10.0 9.00.08 0.07

115 10.0 9.00.10 0.09

1800 1600 19 17

50 60

50 60

0.51/0.48 18/17 2.90/2.70 0.11/0.10

ZAAN08038B11MC01

ZAAN08038S11MC01
100~120

ZAAN08038B22MC01

ZAAN08038S22MC01
220~240 220 14.0 12.050 60 0.09 0.08

115

0.62/0.65 22/23 3.10/3.60 0.12/0.14

14.0 12.050 60 0.13 0.11

2200 2400 27 31

ZAAN08038B11HC01

ZAAN08038S11HC01
100~120

ZAAN08038B22HC01

ZAAN08038S22HC01
220~240 220 16.0 14.050 60 0.11 0.10

115

0.68/0.88 24/31 3.30/4.83 0.13/0.19

16.0 14.050 60 0.15 0.13

2400 2900 31 35
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OUTLINE (uni t :  mm)

ROTATION

Model No. ZAA08038C01 SERIES

Dimension: 80x80x38mm

Impeller material: Plastic (UL-94V-O)

Frame material: Aluminum 

Net Weight: 340g

Terminal:

Bearing system: Ball Bearing (B)
Sleeve Bearing(S)

Lead wires,
or push-in terminal flat pins


