Model No. ZDAQ9525A01 SERIES

Dimension: 95x95x25mm
Frame and Impeller Material: Plastic (UL-94V-O)
Net Weight: 90g
Lead Wires: @Red ©OBlack or Blue &&nsod White

Bearing system: M Ball Bearing (B)
I Sleeve Bearing(S)
[ Duro Bearing (DS)
[ Fluid Dynamic Bearing (FDB)
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SPECIFICATIONS
Model No | ) | V) | A | (W) | (RPM) | (CMM) / (CFM) | (mmAQ) /(inchAq)| dB(A)
ZDAA09525S12LA01 ‘ 6 ‘ 12 ‘ 0.18 ‘ 2.16 ‘ 2200 ‘ 107 /| 37.84 ‘ 153 / 0.6 ‘ 26.6
ZDAP09525S12MA01 1000
7 12 0.40 4.80 | 172 / 60.87 | 357 / 0.4 29.8
ZDAP09525B12MA01 2500
ZDAP09525S12HA01 1000
7 12 0.60 7.20 | 208 / 7346 | 510 / 0.20 36.3
ZDAP09525B12HA01 3000
ZDAP09525S12VA01 1000
7 12 0.60 7.20 | 247 | 8718 675 / 027 428
ZDAP09525B12VA01 3500
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